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PROJECT LIMIT
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LEGEND

WORK AREA
TEMPORARY CONC. BARRIER

TYPE I OR II BARRICADES W/ STEADY
BURN LIGHT 25’ C-C

TYPE III BARRICADES (2) WITH
HIGH INTENSITY FLASHING
LIGHT ON EACH (TYP.)

SIGN ON PERMANENT OR PORTABLE SUPPORT

IMPACT ATTENUATOR

TEMPORARY RUMBLE STRIP

CRYSTAL, BIDIRECTIONAL BARRIER
WALL / GUARDRAIL MARKER

\L_TEMPORARY PAVEMENT MARKING
4" WHITE (TYPICAL)

\ —TYPE 11T BARRICAQES

L TEMPORARY CONCRETE

BARRIER (TYPICAL) IMPACT ATTENUATOR
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RED

A w2030 R10-6A-2430
20-1001-48 ME-II02(01-48 zomaeras W3-30-48
E
ME-1(0)-2115 W3-100-2424
NOTES:

o SIGNS, BARRICADES AND RUMBLE STRIPS SHALL BE PLACED IN
ACCORDANCE TO TRAFFIC CONTROL STANDARD 701321

.SEE TEMPORARY TRAFFIC SIGNAL SHEETS FOR LOCATIONS OF
TRAFFIC SIGNALS AND DETECTOR LOOPS
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STAGE I TYPICAL
{LOOKING NORTH)

STAGE I WORK

® MAINTAIN TRAFFIC ON SOUTHBOUND LANES

REMOVE STRUCTURE (NORTHBOUND)

REMOVE PAVEMENT TO BE RECONSTRUCTED (NORTHBOUND)

REMOVE EXISTING SHOULDER (NORTHBOUND)

.

REMOVE EXISTING DRIVEWAY

PLACE THREE SIDED STRUCTURE (NORTHBOUND)

CONSTRUCT NEW PAVEMENT

CONSTRUCT NEW DRIVEWAY

CONSTRUCT NEW SHOULDER

MOUNT NEW GUARDRAIL
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